
STEP #3 

ChooseSelex 

Grade with the 

Efficiency and 

Micron rating 

you want

Baseline 

Micron Rating
90% Efficient 95% Efficient 98% Efficient 99% Efficient 99.5% Efficient

STEP #1 How 

Efficient do you 

want the Filter?

E 1 micron 0.5 micron 0.7 micron 0.9 micron 1.0 micron 1.3 micron

G 3 micron 1.1 micron 1.3 micron 1.8 micron 2.0 micron 2.4 micron

D 5 micron 1.5 micron 1.8 micron 2.9 micron 4.3 micron 5.0 micron

A 10 micron 3.2 micron 5.2 micron 7.3 micron 8.4 micron 9.7 micron

C 20 micron 15.1 micron 17.5 micron 18.9 micron 19.3 micron 20.0 micron

F 30 micron 16.6 micron 18.9 micron 20.8 micron 24.2 micron 32.1 micron

EXAMPLE

STEP #2 To What 

Micron Level do 

you want to 

Filter?

INSTRUCTIONS: 

If you want 99% Efficiency at 4.3 micron you would choose a grade D Selex

How to Choose the Correct Selex Filter for your Application

STEP #1: In the RED Column Determine the Efficiency you want. 

STEP #2: In the Blue Colunm directly below the Efficency you have chosen select the micron rating you wish to achieve.

STEP #3: Select the Grade to order by moving horizontally to the far left from your desired micron rating. 


